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automatic filters

amiad series

EBS Series

The EBS is an automatic filter, with a self-cleaning mechanism driven by an electric motor. The EBS is designed To work 

with various types of screens in filtration degrees from 500 To 10 micron, and is available in 8" To 32" inlet/outlet

diameter. 

ABF Series

The ABF filter is a heavy duty filter, which has built in automatic self-cleaning features to maintain and clean the filter 

screen during operation. The filter is designed to achieve filtration from 3500 micron To 200 micron through varying 

the filter screen size. The ABF filter is available in sizes ranging from 8" To 32".

I EBS Series

I ABF Series
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I SAF Series

I TAF Series

TAF Series

The TAF is an easy-to-operate automatic plastic filter,  

with a self-cleaning mechanism driven by an electric  

motor. The filter is designed to work with various  

types of screens in filtration degrees from 500 To 10 

micron. The TAF filter is available in 2” and 3”  

inlet/outlet diameter.

ADF Series

SAF Series

The SAF series are automatic filters, with a self-cleaning mechanism driven by an electric motor. The SAF filters are 

designed to work with various types of screens in filtration degrees from 500 to 10 micron. The ABF series is available 

in inlet/outlet diameters of 2” to 10”.

I ADF Series
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I SAF Series

I TAF Series
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filtomat series

I M100 Series Piston I M100 Series Pistonless

I M300 Series I MCFM Series

automatic self cleaning filters

Filtomat M100 & M300 Series

The FILTOMAT M100/M300 series are automatic hydraulic filters, with a self-cleaning mechanism powered by a  

water-driven turbine. This series of filters is designed to work with various screen types, with filtration degrees from 

3000 to 15 micron, and is available in 2” to 18” inlet/outlet diameters.

Filtomat MCFM Series

Automatic self-cleaning filter for high flow rates and high dirt loads, in a compact design. This series of filters is 

designed to operate in low pressure conditions, with hydraulic or electric control.
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microfiber  technology

AMF2 Series

I AMF² 370K I AMF² 93K

I AMF² 36K I Cassette & Cartridge

Microfiber automatic, self-cleaning, filters use a filtration medium constructed of fine microfibers wound in layers 

around a grooved plastic spool cassette. Microfiber filters achieve a filtration degree down to 2-microns and are 

well-suited to drinking water supply applications. Microfiber technology filters also have a significant potential for 

tertiary treatment and polishing of sewage and wastewater.
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semi automatic filters

I Scanaway 2”-14” I Scanaway 2” & 3” I Brushaway 2”- 14” I Brushaway 2” & 3”

semi-automatic cleaning

sand/media filters and water treatment systems

I Nylon screens  I Stainless steel screens I Quick and efficient way for cleaning manual filters I Simple turn-of-a-handle 

cleans the filter screen I Regular operation requires no system shut-down I Available as a retrofit assembly for all amiad 

manual filters from 2” to 14” I Fitted with “Clogging Indicator”. 

I Sand gravel filters for irrigation, industrial and municipal applications I For flow rates up-to 90 m3/h per unit 

I High efficiency: Advanced designing allows perfect water distribution during filtering and backwashing 

I Complete filtration solutions: Custom designed, manually or automatically backwash systems complete with manifold, 

valves and control. 
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Manufacturer & Headquarters
Amiad Filtration Systems Ltd. D.N. Galil Elyon 1, 12335, Israel,  
Tel: 972 4 690 9500, Fax: 972 4 690 9391  
E-mail: info@amiad.com

North America
Amiad Filtration Systems, 2220 Celsius Avenue, Oxnard,  
California 93030, USA, Tel: 1 805 988 3323,  
Fax: 1 805 988 3313, E-mail: info@amiadusa.com

Holland
Amiad Oil & Gas, POB 237, 1500EE Zaandam, The Netherlands
Tel: 31 (0) 72 5070487, Fax: 31 (0) 72 5070587,  
E-mail: oilfield@amiad.com

Far East
Filtration & Control Systems Pte. Ltd., 19B Teo Hong Road, 
088330 Singapore, Tel: 65 6 337 6698, Fax: 65 6 337 8180, 
E-mail: fcs1071@pacific.net.sg

Australia
Amiad Australia Pty Ltd. 138 Northcorp Boulevard, 
Broadmeadows, Victoria 3047, Tel: 61 3 93585800, 
Fax: 61 3 93585888, E-mail: amiad@amiad.com.au
Taixing Environtec Co. Ltd., 70 Baihe Chang,  

China
Xingjie Yixing Jiangsu, 214204, Tel: 86 510 87134000,  
Fax: 86 510 87134999, E-mail: marketing@taixing.cc

France
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E-mail: info@amiadfrance.com

Germany
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Deutschland Prinz-Regent-Str. 68 a 44795 Bochum  
Tel: 49 (0) 234 588082-0 Fax: 49 (0) 234 588082-10 
E-mail: info@amiad.de

Turkey
FTS – Filtration & Treatment Systems, Istanbul yolu 26 Km, 
Yurt Orta Sanayii, Saray, Ankara, Tel: 90 312 8155266/7, 
Fax: 90 312 8155248, E-mail: info@fts-filtration.com

India
Amiad Filtration India Pvt Limited, 305 Sai Commercial Building 
Govandi St Rd, Govandi Mumbai 400 088,  
Tel: 91 22-67997813/14 Fax: 91 22-67997814,  
Email: jsk@bom2.vsnl.net.in




